JOINT SPACING =
WIDTH OF SIDEWALK

CONTROL JOINT

PLAIN CEMENT CONCRETE » OR 6' MAX.
TRANSITION 6” CURB
DETECTABLE WARNING / CURB REVEAL - . [ BROOM FINISH
PANEL / /
v v —6x6 8/8 WWF f
D/2 D /
e X X X X * X » L x x x x X =
m_T —— 4" CONCRETE
= (6”@ DRIVES)
A A
L 7.5% MAX | SIDEWALK J i
> —+~2=>——8" GRAVEL BORROW
(MHD M1.03.0
TYPE "B") NOTES:
COMPACTED SUBGRADE 1. CONTROL JOINTS 5’ 0.C. UNLESS
N SHOWN OTHERWISE (6’ MAX).
o L CEMENT CONCRETE RAMP REMOVE UNSUITABLE MATERIAL & ( )
+x4 MIN » REPLACE WITH GRAVEL BORROW 2. TOOLED EDGES AND JOINTS ALL
LEVEL LANDING" 1.5% WITH 7.9% MAX. SLOPE (MHD M1.03.0 TYPE "B”) COMPACTED " PANELS
SLOPE FOR DRAINAGE ~ AND 1.5% CROSS SLOPE CEMENT CONCRETE PAVEMENT |\ 6" LAYERS '

NOT TO SCALE

4” CEMENT CONCRETE
8" GRAVEL BORROW

3. TOOL CONTROL JOINT TO

DIMENSIONS SHOWN WITH 1-1/2"
EDGER.

CONTROL JOINT
NOT TO SCALE

EDGE TOOL SURFACE

MEDIUM BROOM FINISH,
SEE SPECS.

SPECIFIED SEALANT TO

MIN. 1/2" DEPTH

— 12” EXPANSION SLEEVE,
WAXED TO PREVENT
BONDING

o #06 SMOOTH DOWEL,
2’0" LONG, 18" 0.C.,
SET LEVEL

— PREMOLDED EXPANSION
JOINT FILLER, CUT BACK

1/2" MIN. AFTER POUR

1. DOWEL IS TYPICAL AT ALL EXPANSION JOINTS
EXCEPT AGAINST VERTICAL WALLS AND CURBS

2. EXPANSION JOINTS 20°-0" 0.C. UNLESS

3. TOOLED EDGES AND JOINTS ALL PANELS.

DETECTABLE 19 9

WARNING MHD M1.03.0 TYPE "B

PANEL — "

ROAD _ 7.5% 3 -
WAY 1.5%
 — 3/8"
\COMPACTED SUBGRADE ]
REMOVE UNSUITABLE MATERIAL &
REPLACE WITH GRAVEL BORROW
(MHD M1.03.0 TYPE ”B”) COMPACTED
IN 8” LAYERS
SECTION A-A ’Z g — Jar
PARALLEL PEDESTRIAN RAMP AT CORNER DETAIL
NOT TO SCALE
HOT MIX ASPHALT SURFACE COURSE
HOT MIX ASPHALT BINDER COURSE
EXISTING SURFACE COURSE !
EXISTING BINDER COURSE 12"
NOTES:
SAWCUTS
5-0"
= =
//
14 \ OTHERWISE SHOWN
= = EXPANSION JOINT
/ NOT TO SCALE
COMPACTED AGGREGATE/ \COMPACTED SUBGRADE 12”X18” 7 \

ALUMINUM SIGN
R7—-8 (MTH R7-8P
FOR VAN SPACE) — .

BASE COURSE

COMPACTED IN 6" LAYERS
EXTENSION LENGTH DEPENDS ON

TRAFFIC LOADS, 12"-36" TYP.

REMOVE UNSUITABLE MATERIAL &
REPLACE WITH GRAVEL BORROW

(MHD M1.03.0 TYPE "B”) COMPACTED
IN 6" LAYERS

PAVEMENT MATCHING DETAIL

&

V

2" SQ. GALVANIZED STEEL

NOT TO SCALE

POST WITH POST CAP ———

6" REVEAL

GRANITE CURB
FINISHED GRADE
FOR MATERIALS SEE PLAN _i\
1 PAVEMENT

(SEE DETAIL)

12" DIAMETER CONCRETE
PROTECTION

FINISH GRADE

/
/

=
\ A\

o
R
~

T

6”(MIN.)

EARTH

g
6”"(MIN.)
~~— CONCRETE BACKING

Lt

3000 PSI
CONCRETE FOOTING

~|_\

MAX SLOPE:
3:1

\
\ 6” TOP SOIL

120.75
120.50

118.50

SEE PLANTING PLAN FOR VEGETATION

3" FINE SHREDDED HARDWOOD MULCH
(AGED A MINIMUM OF 6 MONTHS)

24" PLANTING SOIL MIX

HIDE EXPOSED AREA

DRAIN WITH STONES OR PLANTINGS

— 3” PONDING DEPTH

AD—-4

PLANTING SOIL MIX BY VOLUME:
40% SAND

25% SANDY LOAM TOP SOIL
35% LEAF COMPOST

LOAM MIX:
50% SAND
50% LOAM

1/4"GALVANIZED
STEEL PLATE

5" INSIDE
DIAMETER MANHOLE

OVERFLOW AREA DRAIN

SUBGRADE

REMOVE UNSUITABLE MATERIAL & REPLACE

RIM ELEVATION AT MAX
PONDING DEPTH

WITH GRAVEL BORROW (MHD M1.03.0 TYPE"B")

COMPACTED IN 6" LAYERS

RAINGARDEN

NOT TO SCALE

TOP OF STEEL PLATE

Q4.5"¢ ORIFICE

4.0"¢ ORIFICE

@

WRAP WITH GEOTEXTILE
FABRIC WITH 6" OVERLAP

MAX SLOPE:
3:1

|7

6” TOP SOIL

/FINISH GRADE (VARIES)

SEE DETAIL FOR
PAVEMENT SECTION

DEPTH VARIES, ORDINARY
FILL (MHD M1.01.0)

i / SECTION A-A TOP OF STONE=111.92 6”_GRAVEL BORROW
GRAVEL BORROW o
(MHD M1.03.0 - DMH-9 DETAIL L Jd —*
TYPE "8°) 6 HANDICAPPED PARKING SIGNAGE DETAIL . 18" - 1 172" CRUSHED STONE
COMPACTED SUBGRADE, REMOVE — NOT TO SCALE NOT TO SCALE 9 ] (MHD M2.01.1)
UNSUITABLE MATERIAL & REPLACE INV=109.50 14.3 2 MIN
WITH GRAVEL BORROW (MHD BOTTOM OF STONE=109.17 —19.5" = - ‘
M1.03.0 TYPE "B”) COMPACTED IN ‘
6” LAYERS
) UNSUITABLE MATERIAL TO BE REMOVED AND " NOMINAL OUTSIDE
VERTICAL GRANITE CURB SETTING LAWN 12" DROP—IN REPLACED W,/ GRAVEL BORROW (MHD M1.03.0 | DIAMETER (D) DIAMETER
NOT TO SCALE GRATE e TYPE "B”) COMPACTED IN 6” LAYERS ¢ ¢ 18" 1"
= = STORMCEPTOR COVER
AND GRATEK |
[— 32"¢ —|
2" HOT MIX ASPHALT = eioe aosusers 2 2E c SEE NOTE #1 INFILTRATION BASIN
WEARING COURSE 12" DRAIN NOTE: | SUT FINISHED GRADE ™~ P NOT TO SCALE
| —2” HOT MIX ASPHALT DRAIN BASIN SHALL BE g 30 = 1 oeaout
v BASE COURSE NYLOPLAST MODEL 2824 AG 2 -+
> } ] | Y oo IN LANDSCAPED AREA | IN PAVEMENT AREA
—77{_ 4" DENSE GRADED CRUSHED STONE .~ o 77 >
(MHD M2.01.7) o ) i ] RIM TO BE SET IN 4” RIM WITH 12" COVER
= = 3 12" (MIN.) COMPACTED STORMCEPTOR @ e VARUABLE FULL BED OF MORTOR NEENAH R—1791 A OR
/~=x[—8" GRAVEL BORROW ? ?SQXE%BO%RSOT%E 5" INSERT , EQUAL
MHD M1.03.0 TYPE *B” : .03. W‘ ] FINISH GRADE
( ) z PLACED AND UNIFORMLY INET — 1*8» 146" FINISH GRADE
~~~— COMPACTED SUBGRADE COMPACTED IN 12" LIFTS WER 7\ OUTLET s 3000 PSI AIR ENTRAINED SEE PAVEMENT DETAIL
REMOVE UNSUITABLE MATERIAL & % N i B CONCRETE COLLAR GRAVEL BORROW OR CHOKER
REPLACE WITH GRAVEL BORROW n | 67 . COURSE. SEE SYSTEM
(MHD M1.03.0 TYPE "B”) COMPACTED g&l;lgE / SECTION
» iy N S =
IN 6" LAYERS ) <X T R o 2 o~ 3000 PSI AIR ENTRAINED
HOT MIX ASPHALT PAVING (TWO COURSES) 55 i 7 s i — CONCRETE COLLAR
" min.
NOT TO SCALE 12" DRAIN BASIN ::I)\IIT_(I?_‘II': EIIEIEE OUTLET CONNECTION 4" RIM WITH 12" COVER
%ﬁ’;{E_[r)RI%FF’,E DETAIL AN NEENAH R-1791 A OR
STANDARD 12” —8 EQUAL
DROP—IN GRATE = " 10 & / — —
o AN\ _
OVERLAP 1-1/2” CRUSHED STONE y /
MHD M2.01.0 -
‘ SECTION THRU CHAMBER # ( ) UL ,
. 12" CPP EXTENSION —/
6 18" CPP SUBSURFACE
? = INFILTRATION BASIN
, — & | OR 36" STORAGE PIPE
NOTE : ]
X Z 1. THE USE OF FLEXIBLE CONNECTIONS IS RECOMMENDED .
AT THE INLET AND OUTLET WHERE APPLICABLE. ETI\:ELQECSS)E 'I'D\:';ET EIETTEI; AELXLI::SNIS;ISI;\I SSS{TEEJIT%%ELQS - ST
2. THE COVER SHOULD BE POSITIONED OVER THE OUTLET
DROP PIPE AND THE OIL CLEANOUT PIPE. RECOMMENDATIONS | ~

=

i

12" IN LAWN AREA DRAIN WITH SUMP

NOT TO SCALE

WATER QUALITY STRUCTURE

900 GALLON STORMCEPTOR
NOT TO SCALE

FRONT ELEVATION

- .
1’ \
#4 BARS TOP & BOTTOM

@ 4" 0C, (TYP.)
PLAN

INSPECTION PORT IN DETAIL

NOT TO SCALE

Nitsch Engineering
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